
STAINLESS STEEL PRESSURE TANKS

DIAMETER LENGTH GALLONS WEIGHT Gal/inch

  

9 5/8"   16 GA SW 26 8.2 17 0.3149

14 GA HEADS 38 12 23

50 15.8 29

62 19.7 35

74 23.5 42

 11 5/8"    16 GA SW  26 12.2 21 0.459

14 GA HEADS 38 17.7 29

50 23.2 26

62 28.7 49

74 34.2 63

14 5/8"    16 GA SW 27 19.6 28 0.727

14 - 12 GA HEAD 39 28 37

51 37 47

63 45.8 56

75 54.5 66

18"   16 GA SW 28 30 45 1.1

12 GA HEAD 40 43 57

52 56 69

64 70 81

76 83 93

19"   16 GA SW 28 34 49 1.227

12 GA HEAD 40 48 61

52 63 74

64 78 86

76 92 99

22"  16 GA SW 28 46 60 1.645

12 GA HEAD 40 66 74

52 85 89

64 105 103

76 125 117

22"    14 GA SW 100 164 146 1.645

12 GA HEAD 124 204 174

148 243 203



STAINLESS STEEL PRESSURE TANKS

DIAMETER LENGTH GALLONS WEIGHT Gal/inch

24"    14 GA SW 29 52 79.5 1.95

11 GA HEAD 41 74 98.3

53 98 117

 65 120 136

77 145 154

101 193 192.5

125 249 230

149 287 267

30"    14 GA SW 60 170 166 3.06

10 GA HEADS 72 207 190

135PSI OPERATING 84 243 213

 108 317 260

300PSI requires  132 390 307

  shell upgrade 156 464 356

36"    14 GA SW 62 250 254 4.406

7 GA HEADS 74 305 282

86 356 310

110 461 367

300PSI requires head 134 567 424

and shell upgrade 158 673 480

40"   12 GA SW 63 311 384 5.44

7 GA HEAD 75 376 436

87 442 488

109 561 593

300PSI requires head 135 703 698

and shell upgrade 159 833 803

42"   12 GA SW 63 341 404 5.99

7 GA HEAD 75 413 459

87 485 514

300PSI requires head 111 629 624

and shell upgrade 135 773 734

48"   12GA SW 65 456 487 7.836

7 GA HEAD 77 548 550

89 642 613

300PSI requires head 113 846 739

and shell upgrade 137 1018 864



STAINLESS STEEL PRESSURE TANKS

60" - 12GA SW, 7 GA HEAD 50 PSI - 10 GA SW, 7 GA HEAD 150 PSI - 7 GA SW, 3/8" HEAD 300 PSI

LENGTH GALLONS WEIGHT  

68 736 878

80 883 967

92 1031 1056

116 1325 1234

140 1619 1412

164 1913 1590

Weights are for 150 PSI tanks

VACUUM TANKS: Vacuum price is 300 psi price plus upgrade of shell

Upgrade to 14 ga for 9 5/8" and 11 5/8"

Upgrade to 12 ga for 14 5/8" to 36"

 


